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SUBSTRUCTURE

BENT 1

(RIGHT LANE)

1
’-

8
"

1
’-

8
"

38’-10"

PLAN

4’-5" 34’-5"

A

ELEVATION

1’-11" 8’-9" 8’-9" 8’-9" 8’-9" 1’-11"

2’-6" 6’-3"

(TYP.)

90°-00’-00"

W.P. #2

11"

BOLTS

AND ANCHOR

{ BEARINGS

CONTROL LINE

{ CAP & BENT

(DIM. TYP. FOR EA. BRG.)

DETAIL ‘A’

EL. 52.55

EL. 52.33

EL. 52.77
EL. 52.99EL. 53.21

6-#5 S1 @ 11" 1’-0�"

1’-0�"

2’-9" 6’-8" 6’-8" 6’-8" 6’-8" 6’-8" 2’-9"

GALVANIZED STEEL PILES

1’-0�"

1’-0�"

{ HP 14 x 73

NOTES

A

(TYP. EA. END)

3-#5 S1 @ 5" CTS.

11"
(TYP. EA. BAY)

BETWEEN PILES

1-#5 B5 

(EA. FACE)

 #5 B3

WORKLINE (TYP. EA. BRG. SEAT)

6-#4 U1 @ 6" CTS.

4" (TYP.)

SPLICE)

(2’-5" MIN.

(2 BAR RUNS)

OVER PILES

4-#4 B4

(TYP.)

5-#4 B7

(MIN.) (TYP.)

(BOTTOM OF CAP)

EL. 50.58

(BOTTOM OF CAP)

EL. 49.61

B

B

51.52

51.36

51.19

51.03

50.86

50.69

1

2

3

4

5

6

ELEVATIONS
TOP OF PILE

1 2 3 4 5 6

PILE NO. ELEVATION

1’-8" 5’-0"

X

X

X

SPAN ‘A’

SPAN ‘B’

#4 U4

#9 U3

#4 U2

#4 U2

#4 U4

#9 U3

{ PILES

SEE DETAIL ‘A’

P. N. HOLDER 4-24-14

{ GDR. B2{ GDR. B1 { GDR. B3 { GDR. B4 { GDR. B5

{ GDR. A1

{ GDR. A2 { GDR. A4 { GDR. A5

{ GDR.

{ BRG.

{ BRG.

1
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1
"

1
’-

1
"

1’-10"

4
�

"

4
�

"

CONTROL LINE

{ CAP & BENT

2’-2"

1’-1" 1’-1"

11" 11"

9
"

(TYPE IV) (TYP.) 

ELAST. BRG. PAD. 

1’-10" X 9" X 1�"

 

OF CAP (TYP.)

6" ABOVE TOP

BOLTS TO PROJECT

2" ~ x 2’-0" ANCHOR

X  INVERT ALTERNATE STIRRUPS.

8"

@ 6" CTS.

6-#4 U1 

{ GDR. A3(RIGHT LANE)

CONTROL LINE 

EMBEDMENT

1’-0" MIN. PILE

S-50

56A. K. PASCHAL 2-9-15

SECTION 1076 OF THE STANDARD SPECIFICATIONS.

MINIMUM OF 30 FEET. GALVANIZE IN ACCORDANCE WITH 

GALVANIZE THE TOP OF EACH INTERIOR BENT PILE A 

FOR PILE SPLICE DETAILS, SEE BENT SHEET 2 OF 2.

 

ANCHOR BOLTS.

STIRRUPS IN CAP MAY BE SHIFTED AS NECESSARY TO CLEAR
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